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The functions of this controller are as follows:

 Mixing function: press the stirring key stirring indicator light stirring motor work, again press the stirring key stirring
 Motor shutdown,

 Water supply function: press the water supply key water supply indicator light water supply magnetic valve work, press the water supply key again
 Hydrating solenoid valve closed,

 Sterilization function: press sterilization key sterilization indicator light, while heating indicator light up, heating work
 Heating automatically according to the set temperature,

 Gear function: gear key is to control the heating gear, respectively for the first, second, third, heating gear,
 Corresponding to 2 kilowatts 4 kilowatts 6 kilowatts heating power, gear can be adjusted at any time.

 Settings: set function only set heating temperature function, click set key temperature window flicker through the top
 The lower key adjusts the required temperature by pressing the set key to save the temperature setting,

 Sterilization process:
After filling the interlayer with water before electrification, turn on the stirring motor, turn on the sterilization function, heat and sterilize according to the set temperature. After the temperature reaches the set value during sterilization, the alarm prompts 10 times to turn the temperature to automatic constant temperature. If you don't need a long time constant temperature, just close the sterilization.

 Use precautions; this machine is forbidden to heat water!
 
 Wiring mode :380 v blue line is zero line, red, green and yellow are connected to fire line 220 v electric blue line is zero line, red, green and yellow are twisted together to connect fire line.
